
Red Black Shield
+12VDC GND Frame GND

Rear View
Disk Drive Power
Plug 4 Pin.

Rear View
DB9 Male

1. RX (Red)
2. #RX (Green)
3. N/C
4. TX (White)
5. #TX (Black)

6. N/C
7. GND (n/c)
8. Frame GND (Shield)
9. +12VDC (n/c)

Rear View
DB9 Male

1. RX (Red)
2. #RX (Green)
3. N/C
4. N/C
5. N/C

6. N/C
7. GND (Black)
8. Frame GND (Shield)
9. +12VDC (White)

Rear View
DB9 Female

1. TX (Red)
2. #TX (Green)
3. N/C
4. RX (White)
5. #RX (Black)

6. N/C
7. GND (n/c)
8. Frame GND (Shield)
9. +12VDC (n/c)

GND
Black

+12VDC
Red

1

1. N/C
2. #TX (Green)
3. TX (Red)
4. GND (Black)
5. +12VDC (White)

Molex KK
5 pin

Shield Not
Connected

At Power Routing
Board (Display Unit)

At Curtain Wall

At Lane Capping

+12VDC Power Cable (Shielded Twisted Pair)

At Curtain Wall At Display Unit

Keyboard/Machine
Interface Cable
(CO-890 shielded 2xpair)

Lane Scoring Camera Video Cable (RG-59 Coax)

At Display UnitAt Lane Capping

At Keyboard ModuleAt Curtain Wall

Keyboard Cable
(CO-890 shielded 2xpair)

BNC Male

Mating
Plug on
Route Board

+12VDC (Red)
GND (Black)
Frame GND
(Shield)

ECT Model Lane Cabling

Rear View
DB9 Male

1. Black
2. White
3. Shield
4. Red
5. Green

6. N/C
7. N/C
8. 100 Ohm
9. 100 Ohm

At Main Computer

At Display Units At Last Display Unit

Rear View
DB15 Male

2. White 1. Red
10. Black 9. Green

2. White 1. Red
10. Black 9. Green

100 Ohm
Across 2 &10
and 1& 9

Shield Not Connected
At Last Unit

!Note
Shield of both cables
joined in the backshell

Network Cable
(CO-890 shielded 2xpair)


